
DATE FILED

LAND: FEE & PATENTED STATE LEASE NO UBLICLEASENO. INDIAN

DRILLINGAPPROVED: MARCH 19, 1998
SPUDDED IN:

COMPLETED PUT TO PRODUC1NG:

INITIAL PRODUCTION:

GRAVITY A.P.I.

GOR:

PRODUCING ZONES:

TOTAL DEPTH:

TL NADONNE

D

FIELD NATURAL BUTTES
UNIT

COUNTY UINTAH
WELLNO GLEN BENCH STATE 11-36-8-21 API NO. 43-047-33062
LOCATION 19 8 0 FSL FT FROM (N) (S) LINE. 19 8 0 FWL FT. FROM (E) (W) LINE. NE SW 1/4 - 1/4



For 3160-3 SUBMIT IN ATE* Form approved.
(December 1990) (Other instructions on Budget Bureau No. 1004--0136UNITED STATES reverse side) Expires: December 31, 1991

DEPARTMENT OF THE INTERIOR G. LEASE DESIGNATION AND BERIA

BUREAU OF LAND MANAGEMENT ML-22057

APPLICATION FOR PERMIT TO DRILLOR DEEPEN
¯¯

6. IF INDIAN, ALLOTTEMORTRIBENAME

Ute Indian Tribe1a. TYPE OF WORK

DRILLÐ DEEPENO 7. UNIT AGREEMENT NAME

b. TTPE OF WELL N/A
W LL

VASLL
OTHER

LNNELE MEOUNLEPLE 8. FARMORLEASENAM4WEELNO.

2. NAME OF OPERATOR Glen Bench StateChandler & Associates, Inc. o. AMWEU.NO.

s. ADDRESSANDWuwHONENO. 303-295-0400 #11-36-8-21
475 Seventeenth Street, Suite 1000, Denver, 00. 80207 io. FIELD AND POOL, OE WILDCAT

4. LOCATION Or wmLL (Report location clearly and in accordance with any State requirements.*) Natural Buttes ExtensionAt sur£ace
11. Bac., T., R., M., om BLE.

1980 ' FSL 1980 ' FWL AND BURVET OR ABBA
At proposed prod. sone y L°'l Sec.36, T8S, R21E, S.L.B.&P .

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 18. BTATE

See Topo Map "A" Uintah Utah
1 ITTANCE PROM PROPOSED• 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTT OR LEASE LINE, FT· 660 ' 400 40(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTABI OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED.

OR APPMED FOR, ON THIS ERAs=, rr. 1320 7150 Rotary
21. EIEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORE WILL START*

4759 GR A.S.A.P.
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF ROLE ORADRSI2BOFOSING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4' 9 5/8' 36# 400' (See attached drilling plan)
7 7/8' 5 1/2' 15.5# 7150' (See attached drilling plan)

1. M.I.R.U.
2. Drill to T.D.
3. Run 5 1/2" casing if commercial production is indicated.
4. If dry hole, well will be plugged and abandoned as instructed by

the state.
5. Well will be drilled with Air/Air Mist to T.D.

I hereby certify that I am responsible by the terms and conditions of the
Lease to conduct Lease Operations. Bond Coverage pursuant to 43 CFR 3104
for Lease Activities is being provided by Chandler & Associates, Inc. in the
form of a Nationwide Bond #19819040790.

IN ABOVE SPACE DES POSED PROGRAM: If proposal is to deeper give data on present productive zone and proposed new productive zone. If proposal is to drill or
nter program, if any.

(Thhs space for Federal or State odice u

amenvat n

Application mal does not warrant or certify that the applicant holds legal or equitable title to those rigi s jec conduct operations thereon.

coNDITIONSOP APPRovAI, IP ANY:

DV.0FOIL GAS M G\APPROVED BY TITLE

*SeeInstructionsOn Reven
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingÎyand willfully to make to any department or agency of the.
United States any false, fictitious or fraudulent statements or representations as to any matter within its



TBS, R21E, S. L.B. &M. CHANDLER & ASSOCIATES, INC.

NB9J1r Well location, GLEN BENCH STATE #11-36-8-21,
located os shown in the NE 1/4 SW 1/4 of

S89°31'W
- 40.11 (G.L.O.) S89°11'W

- 40.10 (G.L.O.) Section 36, T8S, R21E, S.L.B.&M. Uintah
County, Utah.

BASIS OF ELEVATION

BENCH MARK 20 EAM 1964 LOCATED IN THE SE 1/4 OF
SECTION 35, TBS, R21E, S.L.B.&M. TAKEN FROM THE
OURAY SE QUADRANGLE,UTAH, UINTAH COUNTY, 7.5
MINUTE QUAD. (TOPOGRAPHIC MAP) PUBLISHED BY THE
UNITED STATES DEPARTMENTOF THE INTERIOR,

--

--- GEOLOGICAL SURVEY. SAID ELEVATIONIS MARKED AS
BEING 4697 FEET.

L.a 00

N O
'o z
z

N

36Brass
cop

GLEN BENCH STA TE
/11- J6-8-21

1980' Elev. Ungraded Ground = 4759'
SCALE

d à - CERTIFICA
a - LAND
em THIS IS TO CERTlFY THAT THE AB AS•PSE OM

FIELD NOTES OF ACTUALSURVEY ME OR U
SUPERVISIONAND THAT THE SA E TRUE AND COR THE
BEST OF MY KNOWLEDGEAND I L .. . 6M19 °·

:
• B T .·

R TE EQ LAND SURVEYOR
Brass Sect/on Corner RE N•RO.,36f

L
LCap Re-estab//shed (Hof Set) STATE

T9S seg·45'007
- 2657.54' (Meas.) S89°41'W

- 40.53 (G.L.O.)
21 22 UINTAH ENGINEERING & LAND SURVEYING
E E 85 SOUTH 200 EAST - VERNAL, UTAH 84078

LEGEND: (435) 789-1017

=
90° SYMBOL SCALE DATE SURVEYED: DATE DRAWN:

1 = 1000 12-15-97 1-22-98
= PROPOSED WELL HEAD. PARTY REFERENCES

A = SECTION CORNERS LOCATED. 8.8. D.R. C.B.T. G.L.O. PLAT
WEATHER FILE

O = SECTION CORNERS RE-ESTABLISHED. (Not Set on Ground) COOL CHANDLER & ASSOCIATES,
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Chandler& Associates, Inc.
Glen Bench State #11-36-8-21

5. Auxiliary Equipment:

A. Kelly Cock - yes.

B. Float at the bit - no.

C. Monitoring equipment on the mud system - visually.

D. Full opening safety valve on rig floor - yes.

E. Rotating head - yes.

F. The blooie line shall be a least 6" in diameter and extend at least 100' from
the wellbore into the reserve/blooie pit.

G. Blooie line ignition shall be provided by a continuous pilot (ignited when
drilling below 500').

H. Compressor shall be tied directly to the blooie line through a manifold.

I. A mistor with a continuousstreamof water shall be installed near the end of
the blooie lines for dust suppression.

6. Proposed Circulatine Medium:

Density
Depth Mud Type (lb./eal) Viscosity Water Loss

0'- T.D. AIR/AIRMIST

7. Testing. Loeging, and Coring Program:

A. Cores - None anticipated.

B. DST - none anticipated.

C. Logging - DIL-GR (TD to base of surface casing).
FDC/CNL/GR/Cal (TD to base of surfàce casing).

Page
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Chandler & Associates, Inc.
GlenBench State #11-36-8-21

D. Formation and Completion Interval: Wasatch/Mesaverde interval, final
determination of completion will be made by analysis of logs.
Stimulation- Stimulation will be designed for the particular area of interest
as encountered.

E. Frac gradient - approximately .80 psilft.

8. ÇementingProgram:

Casing Volume Tvpe & Additives

Surfàce 215 sx Class "G" w/2% CaCl2
(based on 100% access)

Production 1150 sx* 450 sx "Lite" followed by 700 sx
50/50 poz. mix.

Cement Characteristics:

Class "G" - yield = 1.18 cu.ft. per. sack
weight = 15.8 lb./gal
strength = 3200 psi in 72 hrs @135degrees

* Final cement volumes to be calculated from caliper log with an attempt to be made
to circulatecement to the surface.A bond log will be run across the zone of interest
and across zones as required by theauthorized officer to insure protection of natural
resources.

Page
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Chandler & Associates, Inc.
Glen Bench State #11-36-8-21

9. Anticipated Abnormal Pressyres and Temperatures, OtherPotential Hazards:

No abnormal temperatures or pressures are anticipated. No H2S has been
encountered in or knownto exist from previous wells drilled to similar depths in the
general area. Maximum anticipated bottom hole pressure equals approximately
1,600 psi (calculated at 0.224 psilft) and maximum anticipated surface pressure
equals approximately30 psi (bottom hole pressure minus the pressure of a partially
evacuated hole calculated at 0.22 psilft).

Page
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II. SURFACE USE PLAN
CHANDLER & ASSOCIATES, INC.
GLEN BENCH STATE #11-36-8-21

1. Existing Road:

A. Topo Map "A" is the vicinity map, showing the access routes from Vernal,
Utah.

B. Topo Map "B" shows the proposed access road to each individual well. It
also shows existing roads in the immediate area.

C. Occasional maintenance blading and storm repairs will keep roads in good
condition.

D. There shall be no mud blading on the access road. Vehicles may be towed
through the mud provided they stay on the roadway.

2. Planned Access Roads:

The proposed access road, will be crowned, ditched, and dipped.

A. Maximum grade will be 8% or less, unless otherwise stated.

B. No turnouts will be required.

C. Road surface material will be that native to the area.

D. No cattle guard will be required.

E. The proposed access road was flagged at the time the location was staked.

F. The area authorized officer will be contacted at least 24 hours prior to
commencing construction of the access road and well
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Chandler & Associates, Inc.
Glen Bench State #11-36-8-21

G. The back slopes of the proposed access roads will be no steeper than vertical
or 1/4:1in rock; and 2:1, elsewhere.

The operatoror his contractorwill notify the areas authorized officer at least
48 hours prior to commencement of any work on these locations, roadways,
or pipelines.

3. Location of Existing Wells:

See Topo Map "C"

4. Location of Existing and/or Proposed Facilities:

A. All PetroleumProduction Facilities are to be contained within the proposed
location sites.

B. In the event that production of these wells is established, the following will
be shown:

1. Proposed location and attendant lines, by flagging, if off well pad.

2. Dimensions of facilities.

3. Construction methods and materials.

Page
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Chandler & Associates, Inc.
Glen Bench State #11-36-8-21

C. The area used to contain the proposed productionfacilitieswill be built using
native materials. If these materials are not acceptable, then other
arrangements will be made to acquire them from private sources. These
facilitieswill be constructed using bulldozers, graders, and workman crews
to construct and place the proposed facilities.

D. All permanent facilities placed on the locations shall be painted a non-
reflective color which will blend with the natural environment.

E. A dike shallbe constructedaround the tank battery, of sufficient capacity to
adequatelycontainat least 110 percent of the storage capacity of the largest
tank within the dike.

F. All buried pipelines shall be covered to a depth of 3 feet except at road
crossings where they shall be covered to a depth of 4 feet.

G. Constructionwidth of the right-of waylpipeline route shall be restricted to 30
feet of disturbance.

H. Pipeline location warning signs shall be installed within 90 days upon
completion of construction.

5. Location and Type of Water Supply:

Water will be obtainedfrom a water well located near Ouray, Utah which is owned
by A-1 Tank Rental (Permit#43-8496)and transportedby Dalbo Trucking Co. along
the access roads which are shown on the attached maps.

Page
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Chandler & Associates, Inc.
Glen Bench State #11-36-8-21

6. Source of Construction Materials:

A. No constructionmaterials are needed for drilling operations. In the event of
production, the small amount of gravel needed for facilities will be hauled
in by truck from a local gravel pit over existing access roads from the area.
No special access other than for drillingoperationsand pipeline construction
is needed.

B. All disturbancefor this well site is located on Ute Tribal Lands and a Right-
of-way has been applied for on the Tribal portion.

All Construction material for these location sites and access roads shall be
borrow material accumulated during the construction of the location sites
and access roads. No additional construction material from other sources is
anticipated at this time, but if it is required, the appropriate actions will be
taken to acquire it from private sources.

C. All well pad surface disturbance area is on Ute Tribal Lands.

7. Methods for Handling Waste Disposal:

A. Drill cuttings will be buried in the reserve pit when covered.

B. Drilling fluids will be contained in the reserve pit.

C. Any hydrocarbonliquidsproducedwhile productiontesting will be contained
in a test tank. Any unavoidable spills of oil or other adverse substances or
materials will be removed immediately during drilling progress or during
completion operations.

D. Portable chemical toilets will be provided and serviced by a local
commercial sanitary service.

Page
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Chandler & Associates, Inc.
Glen Bench State #11-36-8-21

E. Garbageand trash will be collected in a trash cage and its contentshauled to
a sanitary landfill.

All wastes caused by the construction activities shall be promptly removed
and disposedof in a sanitarylandfill or as directed by the authorized officer.

F. Prior to commencement of drilling, the reserve pit will be fenced on three
sides using 39-inch net wire with at least one (1) strand of barbed wire. All
wire is to be stretched before attaching to corner posts. When drilling
activities are completed it will be fenced on the fourth side and allowed to
dry (if liquidsare present). After drying, the fences will be removed and the
pit shallbe buried. Reclamation will be undertaken no later than the fall of
the year after all drilling activity has ceased.

8. Ancillarv Facilities:

No air strips,camps,or other living facilities will be built off the location. Housing
and office trailers will be on the location as seen on the location layout.

9. Well Site Layout:

A. See attached cutsheet.

B. The areas authorized officer will be contacted at least 24 hours prior to
commencing construction of the access road and well pad.

C. The authorized officer will determine after the location is constructed
whether the pit is to be lined, and if so, the type of material to be used.

D. Topsoil shall be strippedto a depth of 12 inches and stockpiled as shown on
the location layout plat. (Windrow around northeast side of pad to obtain a
dike situation).

E. The back slopes of the locations will be no steeper than vertical or 1/4:1 in
rock, and 2:1 elsewhere.

Page



Chandler & Associates, Inc.
Glen Bench State #11-36-8-21

F. The upper edges of all cut banks on the access roads and well pads will be
rounded.

10. Plans for Restoration:

A. Immediately upon completion, the location and surrounding area will be
cleared of all debris, materials, trash and junknot required for production.

B. Before any dirt work to restore the location takes place, the reserve pit must
be completelydry. The reservepit will be reclaimedwithin 90 daysfrom the
date of well completion.

C. The area officer shall be notifiedat least 48 hours prior to commencing
reclamation work.

D. All disturbedareas will be seededwith the a mixture which is found suitable
by the Ute Indian Tribe

E. The seed bed will be prepared by disking, following the natural contour.
Drill seed on contour at a depth no greater than ½ inch. In areas that cannot
be drilled,the seed will be broadcast at double the seeding rate and harrowed
into soil. Certified seed is recommended.

F. Fall seeding will be completed after September, and prior to prolonged
ground frost.

Page
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Chandler & Associates, Inc.
Glen Bench State #11-36-8-21

G. If the well is a producer, access roads will be upgraded and maintained as
necessary to prevent soil erosion, and accommodate year round traffic.
Areas unnecessary to operations will be reshaped, topsoil distributed, and
seed distributedaccordingto the above mixtures. Perennial vegetation must
be established. Additionalwork shall be required in case of seeding failures,
etc.

H. If the well is abandoned or is a dry hole, the access road and location will be
restored to approximate the original contours. During reclamation of the site
the fill material will be pushed into cuts and up over the backslope. No
depressionswill be left that would trap water or form ponds. Topsoil will be
distributed evenly over the location and seeded according to the above
mixture. The access road and the location shall be ripped or diskedprior to
seeding. Perennial vegetation must be established. Additional work shall be
required in case of seeding failures, etc.

I. Annual or noxiousweeds shall be controlled on all disturbed areas. Method
of control shallbe by an approved mechanical method or an Environmental
Protection Agency (EPA) registered herbicide. All herbicide application
proposalsmust be approved. Application of herbicides must be under direct
field supervision of an EPA certified pesticide applicator.

I 1. Other Information:

A. The area is used by man for the primary purpose of grazing domestic
livestock.

All activity shall cease when soils or road surfaces become saturated to a
depth of three inches, unless otherwise approved by the Authorized Officer.

If any fossils are discovered during construction, the operator shall cease
construction immediately and notify the Authorized Officer so as to
determine the significance of the discovery.

Page
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Chandler & Associates, Inc.
Glen Bench State #11-36-8-21

B. A Class III cultural resource inventory has been completed prior to
disturbance by a qualified professional Archaeologist.

C. The State considers the development of groundwater resources to be
necessary and frequently indispensable to effective land management.
Therefore, any groundwater intercepted by the party conducting mineral
exploration shall be reported to the authorized officer immediately including
approximate quantities and a sample in a sealed quart container. The State
shall have the first opportunity to file State water rights for the intercepted
groundwater. The undersigned may file for water rights only with a written
waiver from the State.

D. The operator is responsible for informing all persons in the area who are
associated with this project that they will be subject to prosecution
for knowingly disturbing historic or archaeological sites, or for collecting
artifacts. If historic or archaeological materials are uncovered during
construction, the operator is to immediately stop
work that might further disturb such materials and contact the authorized
officer (AO). Within five working days the AO will inform the operator as
to:

whether the materials appear eligible for the National Register of Historic
Places;
the mitigationmeasures the operator will likely have to undertake before the
site can be used (assuming in situ preservation is not necessary); and a time
frame for the AO to complete an expedited review under 36 CFR 800-11 to
confirm, throughthe StateHistoric Preservation Officer, that the findings of
the AO are correct and that mitigation is appropriate.

Page



Chandler & Associates, Inc.
Glen Bench State #11-36-8-21

If the operator wishes, at any time, to relocate activities to avoid the expense
of mitigation and/ordelaysassociated with this process, the AO will assume
responsibility for whatever recordation and stabilization of the exposed
materials may be required. Otherwise, the operator will be responsible for
mitigation costs. The AO will provide technical and procedural guidelines
for the conduct of mitigation. Upon verification from the AO that the
requiredmitigationhas been completed, an operator will then be allowed to
resume construction.

E. Less than 10,000poundsof any chemical(s) from EPA's Consolidated list of
Chemicals Subject to Reporting Under Title III of the Superfund
Amendments and Reagthorization Act (SARA) of 1986, and less than
thresholdplanningquantity(TPQ)of any extremely hazardous substances(s),
as defined in 40 CFR, would be used, produced, transported, stored,
disposed, or associated with the proposed action.

12. Lessee's or Operator's Representative:

Mr. Terry J. Cox
Vice President of Operations/Production
Chandler & Associates, Inc.
475 Seventeenth Street
Suite 1000
Denver, Colorado 80202
Telephone#(303)295-0400

Page
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Chandler & Associates, Inc.
Glen Bench State #11-36-8-21

13. Çertification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposeddrillsite(s)and access route(s); thatI am familiarwith the conditions which
presently exist; that the statements made in this plan are, to the best of my
knowledge, true and correct; and, that the work associated with the operations
proposed herein will be performed by Chandler & Associates, Inc., and its
contractors and subcontractors in conformity with the plan and the terms and
conditions under which it is approved.

This statement is subject to the provision of 18U.S.C. 1001 for the filing of a false
statement.

Date Tra enline
Agent

Page



CHANDLER & ASSOCIATES, INC.
LOCATION LAYOUT FOR

tiillig
GLEN BENCH STATE //11-36-8-21. L.AND
SECTION 36, T8S, R21E, S.L.B.&M. .· •.

1980' FSL 1980' FWL e : No. 16 319 . og

F-0.4 -

e. ss.o, C-1.0 C-11'
7 8. 59.4 8 B. 61.5'

SCALE: 1" = 50'
DATE: 1-22-98 .... Sto. J+00
Drawn By C.B.T.

< oo

Proposed Access
Road

E/are
PitNO7E

E/ore Pit is to
be located a rnin. I I I I , I

of 100' frorn the
Well Head. PIPE RACKS

E-0.7
B. 56.9'

'
-

, , E/. 5 7' .

I I
C-0.5 ^

C-6.5
,

-- '.' Lo
O 589' C-1S'

(btm. pit) RIGc
DOG HOUSE ''

. ÛÍ.9'

do' = 35' 125' i

Sto. 1+50
RESERVE P/TS

(8' Deep)

MUD SHED TOILET Approx.
Top of

HOPPER .
.

Cut Slope

I I POWER
Approx. I I

Toe of '
Fill Slope TOOLS

FUEL
Sta. 0+28 i i STORAGE

TRASH TANK
8. 55.6' -2.2

C-5.2' 2 B. 60.6'
(btm.

F-0.4'
sta. 0+00

B. 56.7' B. 58.0'

F-1.7'

Sev. Ungraded Ground at Location Stake = 4758.9'

Bev. Graded Ground at Location Stake = 4758.4' UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 East * Vernal, Utah 84078 * (435)
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CHANDLER & ASSOCIATES, INC.

tillff;TYPICAL CROSS SECTIONS FOR LAND
o GLEN BENCH STATE #11-36-8-21 .· -.

×-section SECTION 36, T8S, R21E, S.L.B.&·M.
- : N ·.scale

1980' FSL 1980' FWL T .•

DATE:1"1-22

98
,

35' 125'
Drawn By· C.B.T.

CUT

STA. J+00

10' 60' 35' 125'

LOCAT/0N STAKE ---

CUT - - - -
---- - C

Finished Gr d

STA. 1+50

10' 60' 35' 125'

CUT -

sir

LS

R 0+2

35' 125'

Preconstruction
Grade CU T --

STA. 0+00

APPROXIMATE YARDAGES
EXCESS MATERIAL AFTER

(12") Topsoil Stripping = 2,080 Cu. Yds. 5% COMPACTION = J,J60 Cu. Yds.

Topsoil & Pit Backfill = 3,000 Cu. Yds.
Remaining Location = 2,420 Cu. Yds.

(1/2 Pit Vol.)

TOTAL CUT = 4,500 CU.YDS. EXCESS UNBALANCE = 360 Cu. Yds.
(After Rehabilitation)

F1LL = 1,080 CU.YDS.

UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 East * Vernal, UtaA 84078 * (435)
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PRO OSED LOCATION:
GLE BENCH

LEGEND: CHANDLER & ASSOCIATES, INC.
PROPOSED LOCATION N GLEN BENCH STATE #11-36-8-21

SECTION 36, TSS, R21E, S.L.B.&M.
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PROPOSED LOCATION
G BENCH STA 1

U

TSS 36 H3

2 1 1 4-

LEGEND: CHANDLER & ASSOCIATES, INC.
- - - - - - - - - - PROPOSED ACCESS ROAD N GLEN BENCH STATE #11-36-8-21

EXISTING ROAD SECTION 36, TSS, R21E, S.L.B.&M.
1980' FSL 1980' FWL

Uintah Engineering & Land Surveying T 0 POGR A PH I C g 2 (þg g
85 South 200 East Vernal. Utah 84078 M A P DAY YFAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1"= 2000' DRON BY.J.L.G. REVISED:00-00-00
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PROPOSED LOCATION:
GLEN BENCH STATE #11-36-8-21

-- HALL
O i ETA1 31 #18

STATE 35 WELL52

TOLL STA ON
36 36TATE #8-3 2

aM UTE TRIBAL 36 #17
E 3 #19

TRIBAL 35 ELL $1 TE TRIBAL 36 #53 LTE TRIBAL
3 #55 e

TSS]
T9S ,

AL 2 WEL 50

UTE T AL #1 54

I

2 1 co:

LEGEND: CHANDLER & ASSOCIATES, INC.
J2rDISPOSAL WELLS WATER WELLS N GLEN BENCH STATE #11-36-8-21

PRODUCING WELLS ABANDONED WELLs SECTION 36, TSS, R21E, S.L.B.&M.
SHUT IN WELLS & TEMPORARILY ABANDONED 1980' FSL 1980' FWL

-
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' 4697
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. I 36 #17

PROPOSED LOCATION:
GLEN BENCH STATE #11-36-8-21 '

699

TBS T 8 S
T9s

APPROXIMATE TOTAL PIPELINE DISTANCE = 1100' +/-

LEGEND: CHANDLER & ASSOCIATES, INC.
- - - - EXISTING PIPELINE N GLEN BENCH STATE #11-36-8-21
- - - - - - PROPOSED P[PELINE SECTION 36, TSS, R21E,



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 02/05/98 API NO. ASSIGNED: 43-047-33062

WELL NAME: GLEN BENCH STATE #11-36-8-21
OPERATOR: CHANDLER & ASSOCIATES (N3320)

PROPOSED LOCATION: INSPECT LOCATION BY: 02/28/98
NESW 36 - TOSS - R21E
SURFACE: 1980-FSL-1980-FWL TECH REVIEW Initials Date
BOTTOM: 1980-FSL-1980-FWL
UINTAH COUNTY Engineering
NATURAL BUTTES FIELD (630) / /

Geology
LEASE TYPE: STA
LEASE NUMBER: ML - 22057 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond: Federal [] State Fee []

(Number /¾/ Ÿ&qp 7 fp ) R649-3-2
. General.

Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number gy g/(§ ) Drilling Unit .

RDGC Review (Y/N) Board Cause no: | 7
(Date: ) Date: 3/ >



0
OPERATOR: CHANDLER &ASSOCIATES (N3320)

FIELD: NATURALBUTTES (630)

SEC. 36, TWP 8S, RNG 21E

COUNTY: UINTAH UAC: R649-3-2 STATE SPACING
DIVISION OF OIL, GAS & MINING

GRRY

. z
xxxxx ,

NATURALBUTTES FIELD GRRV y

UJ

WSTC

WSTC GLEN BENCH ST 8A-36

WSTC
GRRV O

GLEN BENCH ST &36

GBU #11-3618121

WSTC WSTC
WSTC

WSTC e

GRRV
GRRV

GRRV
WSTC

'GRRV

GRRV GRRV
WSTC GRRV

WSTC

NATURALBUTTES UNIT w;,o

WSTC
WSTC WSTC WSTC

WSTC
WSTC

I

DATE PREPARED:
10-FE
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Form 3160-3 SUBMIT IN TRIPLICATE* Form approved.

(Other instructions on Budget Bureau No. 1004-0136(December1990) UNITED STATES reverse side) Expires: December 31, 1991DEPARTMENT OF THE INTERIOR -.

LEASE DESIGNATION AND BERIAË
BUREAU OF LAND MANAGEMENT ML-22057

APPLICATION FOR PERMIT TO DRILLOR DEEPEN 6. IF INDIAN, ALLOTTER OB TRIBM NA

1a. TTPEOFWORK Ute Indian Tribe
DRILLÐ DEEPENO 7. UNIT AGREEMENT NAME

b. TYPEOFWELL N/A
ELL ELL OTHER

ELE UNLDPLE 6. MOREN WBU.NO.

2. NAME OF OPERATOn Glen Bench StateChandler & Associates, Inc. Û. AMWEU.NO.

a. ADDRESSANDWÆHONENO. 303-295-0400 #11-36-8-21
475 Seventeenth Street, Suite 1000, Denver CO. 80207 1o. FIELD AND POOL, OR WILDCAT

4. LOCATION Or wmLL (Report location clearly and in accordance with any Stat'e requirements-*) Natural Buttes ExtensionAt surface
11. sac., T., R., M., om BLE.

1980 ' F SL 1980 ' FWL ^"" ""'''' " ^***
At proposed prod. zone

Sec.36, T8S, R21E, S.L.B.&M.
14. DISTANCE IN HILES AND DIRECTION FRox NEABagT TowN OR POST OFFIcm* ¯12.

COUNTT OR PABISE 13. BTATE

See Topo Map "A" Uintah Utah
10. DISTANCE FROM Paorosan* 16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT· 660' 400 40(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTART OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,

OR AI*I"UED FOR, ON TIHS IÆAss. rr. 1320 7150 Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPaoz. DATE woax WILL staar*

4759 GR A.S.A.P.
23

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE GRAD4SI2EOFCASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

12 1/4' 9 5/8' 36# 400' (See attached drilling plan)
7 7/8' 5 1/2' 15.5# 7150' (See attached drilling plan)

1. M.I.R.U.
2. Drill to T.D.
3. Run 5 1/2" casing if commercial production is indicated.
4. If dry hole, well will be plugged and abandoned as instructed by

the state.
5. Well will be drilled with Air/Air Mist to T.D.

I hereby certify that I am responsible by the terms and conditions of the
Lease to conduct Lease Operations. Bond Coverage pursuant to 43 CFR 3104
for Lease Activities is being provided by Chandler & Associates, Inc. in the
form of a Nationwide Bond #19519040790.

IN ABOVE SPACE DES POSED PROGRAM: If proposal is to deepen, give data on present productive zonc and proposed new productive zone. If proposal is to drill or
epen di y s ocations and measured an true vertical depths. Give blow venter program, if any.

DATE

rary D Unlinc
(This space for eral or State omce use)

r

Application approval does not warrant or certify icant holds legal or equitat e ti e rights in the subject lease whi tide the applicant to conduct operations thereon.

CONDITIONSOPAPPROVAL..- FEB 05 1998

Title 18 U.S.C. Section 1001, make a crime for any person knowingiy and willfully to make to any department or agency of the.
United States any false, fictitious or fraudulent statements or representations as to any matter within its



TBS, R21E, S. L.B. &M. CHANDLER & ASSOCIATES, INC.
NB9·sr Well location, GLEN BENCH STATE #11-36-8-21,

located os shown in the NE 1/4 SW 1/4 of
S89 31'W - 40.11 (G.L.O.) S89'11'W - 40.10 (G.L.O.) Section 36, T8S, R21E, S.L.B.&M. Uintah

County, Utah.

BASIS OF ELEVATION

BENCH MARK 20 EAM 1964 LOCATED IN THE SE 1/4 OF
SECTION 35, T8S, R21E, S.L.B.&M. TAKEN FROM THE
OURAY SE QUADRANGLE,UTAH, UlNTAH COUNTY, 7.5
MINUTE QUAD. (TOPOGRAPHIC MAP) PUBLISHED BY THE
UNITED STATES DEPARTMENTOF THE INTERIOR,

---
- GEOLOGICAL SURVEY. SAID ELEVATION IS MARKED AS

BEING 4697 FEET.

N

36Brass
.s

cop

GLEN BENCH S1A TE
/11- J6-8-21

1980' Elev. Ungraded Ground = 4759'
SCALE

-- CERTlFICAT tilliff;
THIS IS TO CERTIFY THAT THE ABO ROM
FIELD NOTES OF ACTUAL SURVEYS E OR U
SUPERVISION AND THAT THE SAM AUE AND CORR( THE
BEST OF MY KNOWLEDGEAND 8

RE TERE¶ LA RVEYÔR
Brass Section Corner RE NO. 161T8S cap Re-established (Not Set) STAT

T9S seç·45'OO"E
- 2657.54' (Meas.) S89°41'W

- 40.53 (G.L.O.) R R egg
21 22 UINTAH ENGINEERING & LAND SURVEYING
E E 85 SOUTH 200 EAST - VERNAL, UTAH 84078

LEGEND: (435) 789-1017

=
90° SYMBOL SCALE DATE SURVEYED: DATE DRAWN:

1 = 1000 12--15-97 1-22-98
= PROPOSED WELL HEAD. PARTY REFERENCES

A = SECTION CORNERS LOCATED. B.B. D.R. C.B.T. G.L.O. PLAT
WEATHER FILEO = SECTION CORNERS RE-ESTABLISHED. (Not Set on Ground)

COOL CHANDLER & ASSOCIATES,



O O

CHANDLER & ASSOCIATES, INC.
DRILLING PLAN FOR THE

GLEN BENCH STATE #11-36-8-21

I. DRILLINGPLAN:

1. Geoloeical Surface Formation: Uintah

2. Estimated Tops:

Name 192 Prod, Phase Anticipated

Green River 2048'
"Kicker" Zone 3175' Gas/Oil
"X" Marker 3702'
Wasatch 5335' Gas/Oil

3. CASING PROGRAM:
Hole g

Depth _Sin & Tvpe Weicht

Surface 400' 12-1/4" 9-5/8" J-55 (ST&C) 36#/ft (new)

Prod. 7150' 7-7/8" 5-1/2" K-55 (LT&C) 15.5#/ft (new)

4. Operator's Specification for Pressure Control Equipment:

A. 2,000 psi W.P.Double Gate BOP or Single Gate BOP (Schematic attached).

B. Functional test daily.

C. All casingstringsshallbe pressure-tested(0.2psi/footor 1500psi, whichever
is greater) prior to drilling the plug after cementing; test pressure shall not
exceed the internal yield pressure of the casing.

D. All ram-type preventers and related control equipment shall be tested at the
rated working pressure of the stack assembly or at 70 percent of the
minimuminternalyield pressure of the casing,whichever is less. Tests shall
be done at the time of installation,prior to drilling out, and weekly. All tests
shall be for a period of 15 minutes.

Page



-SENT BY:TrustLandsAdmin ; 3-17-38 ; 14:23 TrustLandsAdmin 3533940 # 1/ 2

(Ib (Ib(OycoloradoNational Bank Post-it" Fox Note 7871 Date

950 Seventeenth Street Co./Dept- co. a
nwr,co mm d/7/,A

Phone # Phone #

Faxe Farn

Date: July 6, 1995.

IRREVOCABLE STANDBY LETŒER OF CREDIT NO. A5822

TO: (Beneficiary)
State of Utah
School and Institutional Trust Lands Administration
3 Triad Center, No. 4l00.
Salt Lake city, UT 8!4180

APPLICANT:
Chandler and Associates, Inc.
475 17th Street, No. 1000
Denver, CO 80202

AMOUNT: USD 55,000.00 (Fifty Five Thousand and No/100 U.S.
Dollars)

EXPIRY DATE: April 30, 1996 AT OUR COUNTERS

GENTLEMEN:

We hereby establish, in your favor, our Irrevocable
Standby Letter of Credit available by your drafts, at
sight, drawn on colorado National Bank up to an aggregate
amount not exceeding USD 55,000.00 (Fifty Five Thousand
and No/100 U.S. Dollars) when accompanied by the following
documents:

1. The original Letter of Credit.

2. Beneficiary Signed Statement as follows: " The
undersigned hereby certifies that we are duly
authorized to execu e this document on behalf of the
State of Utah, Division of State Lands and Forestry and
the amount of the dúaft accompanying this certification
is due and owing to the state of Utah, school and
Institutional Trust Land Administration by virtue of a
default by Chandler aix1 Associates, Inc."

PAGE 1 OF



vSENT BY:TrustLandsAdmin ; 3-17-98 ; 14:30 TrustLandsAdmins 3533340 # 2/ 2

LETTER OF CREDIT NO. ASB22

SPECIAL CONDITIONS:

1. All drafts drawn under this Letter of Credit are to be
endorsed hereon and Ishall bear the clause "Drawn under
Colorado National B4nk Letter of Credit No. A5822 dated
July 6, 1995."

2. All banR charges other than those of Colorado National
Bank are for the account of the Beneficiary.

3. This Credit is subject to the Uniform Customs and
Practice for Documentary Credits published by the
International Chamber of Commerce, or any subsequent
revision thereto.

4. This Letter of Credit will be automatically extended
without amendment for one year from the present or any
future expiration ddte hereof unless 120 days prior to
such expiration date Colorado National Bank gives you
written notification that we elect not to extend the
Letter of Credit for such additional period.

We hereby engage with you that all drafts and documents
drawn under and in compliance with the terms of this
Letter of Credit will be duly honored if drawn and
presented for payment 4t this office on or before the
expiration date of thid Letter of Credit.

Ve uy yours,

Richard A. Koniar
Assistant Vice President

PAGE 2 OF



7223956 NDLER_ASSOC 02/10/98 15 PO1

UTEINDIANTRIBE
UINTAHAND OURAYAGENCY

P,O, Box190

FortDuchesne, Utah 84026

February10,1998

Mr.NormnCambädge,RealtyORicer
U.S.DepartmentoftheInterior
BureauofIndianAffairs
UintahandOurayAgency FEB 1 0 1998

FortDuchesne,Utah84026
AGENGY

SubjectApplicationforPennittoDri!IandPipeineRights-Of-Way

DearMr.Cameron,

OnNovember13,1997,Chandler&Associates,Inc., wasgrantedPemiissiontoSurveybytheBureauof

indianAffairs,RealtyOffice,forthefonowing,whichis TribalSurfaceandFederalMinerals;

1. GlenBenchStateSA-36-8-21,Section36,SENE,TS,R21E,SLBM

2. GlenBench6-36-8-21,Section36,NENW,TSS,R21E,SLBM

PipelineandAccess RoadCorridorof30feetwideby1200feetof rights-of-way.

Thefolowinghas beenaddressedtocompletetheprocessofApplicationforPermitioDrillandRights-Of-

Wayonbehalfof theUteIndianTribe.
CulturalResourcesSurvey. DuringDecember2, 1997,MetcalfArchaeologicalConsultants,performed

culturalresourceinventory.
On-site.OnDecember24,1997,on-siteswereconductedwiththefollowingpersonsin attendance; Jim

Simonton,Chandler&Associates,Inc,;TracyHenline,UintahEngineering&LandSurvey;DaleHanberg,

BureauofIndianAffairs;unavailable,BureauofLandManagement-VernalDistrictOffice;andAlvinignacio,

TribalTechnician.

Baseduponthereportssubmittedandtheconsensusoftheon-sitepersonnel,theUleTribeEnergyand
MineralsDepartmentis requiringthefollowingstipulalonstoapply'

1. The Ute Tribe Energy and MineralsDepartmentis to be notified48 hours prior to
construction,as aTribalTechnician is toroutinelymonitorconstruction.

2.Theconstructedtravelwidthoftheaccessroadshallbe 18feet,exceptincasesofsharpcurves
and/orintersections.

3. PipelinesROWwilnotbebladedorclearedofvegetaion,withourspecificwrittenauthorizationfor

BureauofIndianaffairsandUteTribeEnergy&Minerals.PipelineROWwillnotbe usedasAccessRoads.
4. TheTdbdTechnicianistobenolliedduringconstructionofreservepits,andalsoduringbackfilling

ofpits,Anopendrilingsystemtobe used.
4. Chandler&Associales,incorporaledwilassuretheUteTribethatany/allcontractorsandanysub

contractorshas acquireda 1998TribalBusinessLicenseandhave'Access Permits"priortoconstruction.

5. AllChander&Associales,incorporaledemployeesand/orauthorizedpersonnel(sub<ontractors)
in thelieldwillhave applicableAPD'sand/orROWpermits/authorizationsontheirperson(s) duringaffphases

of



7223956 NDLER_ASSOC 02/10/98 15 PO2

LedertoMr.Cameron,BIA-Minerals&Mining
Daled: February10,1998
Re: APDforGBU#8N6, Chandler
Page 2

6, Mvehiculartraffic,personnelmovement,constructionkestoralionoperationsshouldbe confined
totheareasexamineandapproved,andtotheexistingroadwaysand/orevaluatedaccessroutes.

7. Mpersonnelshouldrefrånfromcolleclingartifacts,anypaleontologicalfossils,andfromdisturbing
anysignificantculturalresources inthearea.

8. The personnelfromtheUteTribeEnergyandMineralsDepartmentshouldbe consultedshould
culturalremainsfromsubsurfacedepositsbe exposedoridentifiedduringconstruction.

9. AllmitigativestipulationscontainedintheBureauofIndianAffairssitespecificEnvironmental
Analysis(EA),willbestrictlyadhered.

10. UponcompletionofApplicationforPermittoOrilandRights-Of-Way,theUteTribeEnergyand
MineralsDepartmentwinbe notifiedbyChandler&Associates,IncorporatedOil&GasCompany,so thata
TribalTechniciancanverifyAltidavitofCompletions.

Ifyoushouldrequireadditionalinformationpleasefeelfreetocontactthisoffice.

Sincerely,

ENE GY&MINERALSRESOURCEDEPT,

FerronSecakuku,EMRDExec.Director

AlvinIgnacio,Oil&GasTechnician

cc:JimSimonton/Chandler&Associates,Incorporated
APDIROWIlle
EMRDchrono



Pi StaŸe of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt
G PO Box 145801overnor

Salt Lake City, Utah 84114-5801
TedStewas .

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

March 19, 1998

Chandler & Associates, Inc.
475 Seventeenth Street, Suite 1000
Denver, Colorado 80202

Re: Glen Bench State 11-36-8-21 Well, 1980' FSL, 1980' FWL,
NE SW, Sec. 36, T. 8 S., R. 21 E., Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-047-33062.

ly

ohn R. Baza
ssociate Director

lwp
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District



e 6
Operator: Chandler & Associates, Inc.

Well Name & Number: Glen Bench State 11-36-8-21

API Number: 43-047-33062

Lease: ML-22057

Location: NE SW Sec. 36 T. 8 S. R. 21 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jim
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Dan Jarvis at (801) 538-5338
or John R. Baza at (801)538-5334.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational



O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Kathleen Clarke Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

June 5, 2000

Chandler & Associates, Inc.
475 Seventeenth Street, Suite 1000
Denver, Colorado 80202 -

Re: APD Rescinded- GlenBench State 11-36-8-21 Well, Sec. 36, T. 8S, R. 21E, Uintah County,
Utah, API No. 43-047-33062

Gentlemen:

The Application for Permit to Drill for the subject well was approved by the Division of Oil, Gas
and Mining on March 19, 1998. No drilling activity at this location has been reported to the
division. Due to the excessive time delay in commencing drilling operations, approval to drill the
well is hereby rescinded, effective immediately.

Please note that a new Application forPermit to Drill must be filed with this office for approval prior
to the commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well location, it is imperative
that you notify the Division of Oil, Gas and Mining immediately.

Sincerely,

Don Staley
Information Services Manager
Oil and Gas

cc: BLM - Moab District
L.E. Cordova
Well
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